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Curative and preventive treatment of biofilms

Unique and patented solution combining a detergent base and a specific cocktail of enzymes to treat biofilms in a curative
and preventive way. Specifically formulated for the Life Sciences sector: water loops (PW, WFI) and production equipment.
The curative treatment, in combination with a disinfection phase, ensures that the biofilm is removed to guarantee perfect hygiene”.
A preventive treatment can then be implemented to prevent the reappearance of biofilm.

ADVANTAGES Biofilm EXPERT, a unique and patented offer.

o Enzymatic cocktail specially formulated to degrade the Support from our experts to ensure the efficiency of the

protective matrix of biofilms and limit their development treatment: locating the problem, eradicating it and confirming

o that the equipment’s hygiene is controlled.
o Availability of the PDE as well as the method for

validation of the absence of residues

o Reduces EHS risks thanks to neutral pH and T° of use
at 45°C

o Non agressive for equipment (EPDM, PTFE, ...)

o Positive impact on the environment (discharge of pre-

purified water)
DETECTION CHARACTERISATION

« Biodegradability rate > 98% in 28 days
(OECD 3028B)

FIELDS OF APPLICATION

« Removing biofilms in closed systems

« Preventing biofilm formation in closed systems TREATMENT PREVENTION
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INSTRUCTIONS FOR USE : CIP CLEANING

Prepare a solution with BiLiSS™ at 2% (curative) or 1%
(preventive) and hot water (40-50°C max).

e ‘@: Circulate the solution for 120 minutes. If the circulation
*¥= speed s less than 1.5 m/s, the treatment should be carried
out as a soaking: 240 minutes.

Circulate the solution for 60 minutes. If the circulation
speed s less than 1.5 m/s, the treatment should be carried
out as a soaking: 120 minutes.

e Rinsing with purified water”.

Disinfect according to the problem and the germs
encountered.

e Final rinse with purified water” and check of parameters.

* Use the correct water quality for the application.

40°C - 50°C max
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CERTIFICATIONS AND REGULATIONS

e European Regulation EC 648/2004 on detergents
e Regulation EC 1272/2008 on classification, packaging and

labelling of substances and mixtures

e FEuropean REACH Regulation (EC 1907/2006) adopted to
better protect human health and the environment from the
risks associated with chemical substances

SAFETY

e For professional use only.

e Consult the safety data sheet and the product label for
more information.

STORAGE

e Storage in closed original packaging between +4°C and
+25°C.

e Use the product within 18 months from the date of manu-
facture and/or within 6 months after opening.
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