
The DT12 automatic dissolution sampling system is composed of DT12 
automatic dissolution meter andA new generation of automatic dissolution 
sampling composed of SC12 white-moving sampling workstation。The 
device can carry out 12 cups of dissolution sampling test at the same time. 
The system adopts a model.Block design, high degree of automation, 
simple operation, powerful functions, performance Stable. The system has 
12 high-precision injection pumps to achieve fully automatic pass.Filtration, 
sampling, rehydration and dilution. It is widely used in drug inspection 
departments and departments.Research departments, school laboratories 
and laboratories of major pharmaceutical factories.            

DT12
Automatic dissolution sampling system

• Using 12 cup speed partition (6+6) 2 working areas, 2 batches of dissolution tests can be completed at the same time;

• It has the functions of automatic synchronous drug delivery, time-sharing drug delivery, real-time temperature monitoring in the 
cup, etc.:

• The built-in sterilization device in the circulation pipeline can effectively inhibit the growth of bacteria in the water tank;

• High-precision real-time constant temperature control, independent temperature measurement in each dissolved cup, and has the 
function of temperature calibration;

• It has the functions of power-on white inspection, automatic preheating, liquid level monitoring and multiple overheating protec-
tion;

• It has the functions of editing, storing and calling the test method, built-in micro printer, and one-click printing of test records;

• Equipped with standard USB and RS232 interfaces to facilitate instrument connection and data export;

• The instrument can be connected to the computer and laboratory platform through WIF1 to realize online software upgrade and 
data sharing;

• 7-inch high-definition color touch screen, Android operating system, simple operation, control Jinghuai;

• Adopt 12 high-precision injection pumps, which can automatically complete filtration, sampling, rehydration and dilution;

• Equipped with 192-bit 15ml test tube tray and 1.5m! Xilin bottle tray, convenient for UV or HPLC analysis;

• It has the functions of audit trail, multi-level permission management, and fingerprint unlocking.

Main functions and features
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Number of dissolving cups
Swing of the basket (paddle) shaft
Deviation between rotating rod and dissolving cup shaft
Basket swing
Speed range
Speed error
Speed resolution
Temperature control range
Temperature resolution
Temperature control accuracy
Resolution of temperature measurement in dissolving cup
Temperature measurement and control accuracy in dissolving cup
Operating noise
Overall power
Operating voltage
Overall dimension（LXWXH）
Net weight

12 cups
≤0.3mm
≤1mm
≤0.5mm
1-300rpm
±0.1rpm
0.01rpm
Room temperature -55℃
0.01°C
±0.1℃
0.01°C
±0.2℃
≤60db
1800W
AC 220±10% V(50±1) Hz
920mmX602mmX760mm
108kg

Technical index 

DT12 Automatic dissolution tester

Number of sampling channels
Sampling rack
Sample volume
Minimum sampling interval
Sample consistency
Sampling accuracy
Communication interface
Method storage
Maximum number of samples
Maximum working time
Operating noise
Overall power
Operating voltage
Overall dimension（LXWXH）
Net weight

12
12X16 holes
0.1-100ml
1 minute for the first time, ≥2 minutes for the next time
Inter-channel RSD≤1%
≤±0.5%
RS232、WIFI
unlimited
unlimited (16 times per batch), manually replace the sample holder
99999min
≤60db
70W
AC 220±10% V（50±1）Hz 
593mmX562mmX500mm
63kg

SC 12 Automatic sampling workstation


